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PR. B. Electronic & Engineering Pvt. Ltd.
EEC House, Opp. Lotus Business Park, Near FunRepublic Complex, Off Andheri Borivali Link Road, 

Andheri (West), Mumbai – 400053, INDIA
Phone: +91-22-61503150 / 61503151 Email: sales@rbe.net.in / rajeevan@rbe.net.in / aneesh@rbe.net.in

Website: www.rbe.net.in, www.rbelectronic.in, www.rbetextilemachines.com

oŸ Machine is suitable for dyeing of garments, garments accessories such as buttons, zips etc up to the temp of 135 C.

Ÿ Limit switch on the door for safety

Ÿ Funnel to charge dyes and chemicals 

Ÿ Liquid level indicator

Ÿ Dyeing basket perforated drum with paddles and agitator

Ÿ Cooling method through a heat exchanger and cooling water

Ÿ Material loading/unloading Door on the side  Door locking system By EYE BOLTS

Ÿ Water spray pipe for cleaning and washing of the vessel

Ÿ Vessel drain at the bottom of the vessel for draining the liquid and releasing the residual pressure after cooling

Ÿ Back up safety temperature controller.

TECHNICAL INFORMATION
: RPM Variable, max 24  RPM

: Electrical / Steam

: Upto 135°C

: S-121

: All wetted parts SS316, SS 304 and MS for structure

: 3 Phase 430 V 50 Hz 

Dyeing Basket 

Heating System 

Temp Rating  

Automation 

Material Of Construction 

Electrical Supply

MODELS AVAILABLE:
25 ltr, 45 ltr & 80 ltr

 Garment & Accessories Dyeing Machine

 HTHP Sample Dyeing Machine

https://youtu.be/MtHrohtRS30
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