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PR. B. Electronic & Engineering Pvt. Ltd.
EEC House, Opp. Lotus Business Park, Near FunRepublic Complex, Off Andheri Borivali Link Road, 

Andheri (West), Mumbai – 400053, INDIA
Phone: +91-22-61503150 / 61503151 Email: sales@rbe.net.in / rajeevan@rbe.net.in / aneesh@rbe.net.in

Website: www.rbe.net.in, www.rbelectronic.in, www.rbetextilemachines.com

TECHNICAL INFORMATION

Machine is used for dyeing of fabric, yarn & loose stock samples. The rocking bars, apart from up-down motion, rotate at 70 RPM. Direction 

reversal of rocking bars rotation after every 3 mins. This ensures proper contact between substrate & liquor due to constant agitation in liquor.

Ÿ Rocking bars stroke length can be adjusted between 25 mm to 50 mm.

Ÿ S.S. cover plates provided for all beakers to avoid oxidation during dyeing & to prevent spillage of liquor.

Ÿ Special cages available as an option for dyeing of loose stock samples

: 100ml, 200ml, 300ml, 500ml and 1000ml
o: Upto 95 C 

: Water

: Through PC-8

: 12  

: 1:20

: 230 VAC Single ɸ

: 3 kW                               

: SS 316 for Beakers other parts SS-304 & MS

: 93 Kg

Available Capacity

Temperature Range

Heating Medium    

Automation                

Number Of Beakers   

MLR

Power Supply

Approx Heating Load

Material Of Construction

Approx Weight


